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wall brackets commercial lighting

H W099

H 1590BLH-H W094

H 2590BLH-H W099

• For Cut Sheet call Melissa Lighting (800) 345-5399.
• Ballast wattage is maximum (lower may be used)

• Order Ballast separately.

	 H W094	 Arm for Post Head 3	 All Colors	 34	 6	 211⁄2	 261⁄2 x 6

	 H W099	 Arm for Post Head 3	 All Colors	 261⁄2	 6	 211⁄2	 261⁄2 x 6

	 Arm Assemblies	 Description	 Color	 Ht.	 Wth.	 Extends To	 Back Plate
						      Center of Collar	 Size

H W094

131⁄4

131⁄4
101⁄2

131⁄2

201⁄2 18
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poleswall brackets
commercial lighting

HPE 3990B1SR-HW071 H W071

H W051HPE 3950B1SR-HW051

Arm
Assemblies

H W071
H W051

Description

Arm for Post Head 3

Arm for Post Head 3

Color

All Colors

All Colors

Wth.

8

8

Extends to 
Center of Collar

151⁄2

13

Back Plate 
Size

33x8x4

29x8x4

Ht.

37

31

• For Cut Sheet call Melissa Lighting (800) 345-5399.
• Ballast wattage is maximum (lower may be used)

• Order Ballast separately.

All Melissa Lighting Poles have an EPA rating of 1.0 Windload Factor for 140 MPH.

 

	 Heights	 8	 10	 12	 14	 8	 10	 12	 14	 8	 10	 12	 14

	 Pole Fitter	 3	 3	 3

	 Base Height	 33	 33	 26

	 Base Width	 12	 101⁄4	 12

	Wall Thickness	 .125	 .125	 .125

	 Access Door	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES

	 Colors	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL

	 Suggested
	 Bury Depth	

–	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –

	Sugg. Concrete	 16W	 16W	 24W	 24W	 16W	 16W	 24W	 24W	 16W	 16W	 24W	 24W	

	 Dimensions	 Standard B	 Standard C	 Standard D

Standard
B

Standard
C

Standard
D

17

20

8

15

16

63⁄4
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3” OD .125 wall thickness

	 Standard E	 Standard F	 Standard G	 Standard H	 2P	 2P-4P	 DBP
		

All Melissa Lighting Poles have an EPA rating of 1.0 Windload Factor for 140 MPH.
All Melissa Lighting Poles are .125 Thickness.

 

	 Heights	 8	 10	 12	 14	 8	 10	 12	 14	 8	 10	 12	 14	 8	 10	 12	 14	 6 Only	 8 Only	 8	 10	 12	 14

	 Pole Fitter	 3	 3	 3	 3	 3	 3	 3	

	 Base Height	 131⁄2	 71⁄2	 291⁄2	 291⁄2	 –	 –	 –	 –	 –	 –

	 Base Width	 101⁄4	 12	 111⁄4	 12	 71⁄2	 13	 –	 –	 –	 –

	 Wall Thickness	 .125	 .125	 .125	 .125	 –	 –	 –	 –	 –	 –	

	 Access Door	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 NO	 YES (2 Piece Pole)	 NO	 NO	 NO	 NO

	 Colors	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL

	Sugg. Bury Depth	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 2

	 Sugg. Concrete	 16W	 16W	 24W	 24W	 16W	 16W	 24W	 24W	 18W	 18W	 30W	 30W	 18W	 18W	 30W	 30W
	

12W	 16W	
NA	 NA	 NA	 NA	 Footing Size	 24D	 24D	 36D	 36D	 24D	 24D	 36D	 36D	 30D	 30D	 40D	 40D	 30D	 30D	 40D	 40D	 16D	 24D

	 Dimensions	 Standard E	 Standard F	 Standard G	 Standard H	 2P	 2P-4P	 DBP
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3” OD
heavy wall poles (.250)

DBP2	 Standard	 Standard	 Standard	 Standard	 Standard	 Standard	 Standard
		  B2	 C2	 D2	 E2	 F2	 G2	 H2

All Melissa Lighting Poles have an EPA rating of 1.0 Windload Factor for 140 MPH.

 

	 Heights	 8	 10	 12	 14	 8	 10	 12	 14	 8	 10	 12	 14	 8	 10	 12	 14	 8	 10	 12	 14	 8	 10	 12	 14	 8	 10	 12	 14	 8	 10	 12	 14

	 Pole Fitter	 3	 3	 3	 3	 3	 3	 3	 3	

	 Base Height	 –	 –	 –	 –	 33	 33	 26	 131⁄2	 71⁄2	 291⁄2	 291⁄2	

	 Base Width	 –	 –	 –	 –	 12	 101⁄4	 12	 101⁄4	 12	 111⁄4	 12

	 Wall Thickness	 .250	 .250	 .250	 .250	 .250	 .250	 .250	 .250

	 Access Door	 NO	 NO	 NO	 NO	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES

	 Colors	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL

	Sugg. Bury Depth	 21⁄2	 –	 –	 –	 –	 –	 –––	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –

	 Sugg. Concrete	
NA	 NA	 NA	 NA

	 18W	18W	30W	 30W	18W	 18W	 30W	30W	 18W	 18W	 30W	 30W	 18W	 18W	30W	 30W	 18W	 18W	 30W	 30W	 18W	 18W	 30W	 30W	 18W	 18W	 30W	 30W

	 Footing Size					     30D	 30D	 40D	 40D	 30D	 30D	 40D	 40D	 30D	 30D	 40D	 40D	 30D	 30D	 40D	 40D	 30D	 30D	 40D	 40D	 30D	 30D	 40D	 40D	 30D	 30D	 40D	 40D

	 Dimensions	 DBP2	 Standard B2	 Standard C2	 Standard D2	 Standard E2	 Standard F2	 Standard G2	 Standard H2
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4” OD
heavy wall poles (.125)

All Melissa Lighting Poles have an EPA rating of 1.0 Windload Factor for 140 MPH.

 

	 Heights	 8	 10	 12	 14	 8	 10	 12	 14	 8	 10	 12	 14	 8	 10	 12	 14	 8	 10	 12	 14	 8	 10	 12	 14	 8	 10	 12	 14	 8	 10	 12	 14

	 Pole Fitter	 3	 3	 3	 3	 3	 3	 3	 3	

	 Base Height	 –	 –	 –	 –	 33	 33	 26	 131⁄2	 71⁄2	 291⁄2	 291⁄2	

	 Base Width	 –	 –	 –	 –	 12	 101⁄4	 12	 101⁄4	 12	 111⁄4	 12

	 Wall Thickness	 .125	 .125	 .125	 .125	 .125	 .125	 .125	 .125

	 Access Door	 NO	 NO	 NO	 NO	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES

	 Colors	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL

	Sugg. Bury Depth	 21⁄2	 –	 –	 –	 –	 –	 –––	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –

	 Sugg. Concrete	
NA	 NA	 NA	 NA

	 16W	16W	24W	 24W	16W	 16W	 24W	24W	 16W	 16W	 24W	 24W	 16W	 16W	24W	 24W	 16W	 16W	 24W	 24W	 18W	 18W	 30W	 30W	 18W	 18W	 30W	 30W

	 Footing Size					     24D	 24D	 36D	 36D	 24D	 24D	 36D	 36D	 24D	 24D	 36D	 36D	 24D	 24D	 36D	 36D	 24D	 24D	 36D	 36D	 30D	 30D	 40D	 40D	 30D	 30D	 40D	 40D

	 Dimensions	 DBP4	 Stnadard 4-B	 Standard 4-C	 Standard 4-D	 Standard 4-E	 Standard 4-F	 Standard 4-G	 Standard 4-H

DBP4	 Standard	 Standard	 Standard	 Standard	 Standard	 Standard	 Standard
		  4-B	 4-C	 4-D	 4-E	 4-F	 4-G	 4-H



poles

DBP42	 Standard	 Standard	 Standard	 Standard	 Standard	 Standard	 Standard
		  4-B2	 4-C2	 4-D2	 4-E2	 4-F2	 4-G2	 4-H2

4 to 3 
reducer 
supplied 
with all 

poles
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4” OD
heavy wall poles (.250)

All Melissa Lighting Poles have an EPA rating of 1.0 Windload Factor for 140 MPH.

 

	 Heights	 8	 10	 12	 14	 8	 10	 12	 14	 8	 10	 12	 14	 8	 10	 12	 14	 8	 10	 12	 14	 8	 10	 12	 14	 8	 10	 12	 14	 8	 10	 12	 14

	 Pole Fitter	 3	 3	 3	 3	 3	 3	 3	 3	

	 Base Height	 –	 –	 –	 –	 33	 33	 26	 131⁄2	 71⁄2	 291⁄2	 291⁄2	

	 Base Width	 –	 –	 –	 –	 12	 101⁄4	 12	 101⁄4	 12	 111⁄4	 12

	 Wall Thickness	 .250	 .250	 .250	 .250	 .250	 .250	 .250	 .250

	 Access Door	 NO	 NO	 NO	 NO	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES	 YES

	 Colors	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL	 ALL

	Sugg. Bury Depth	 21⁄2	 –	 –	 –	 –	 –	 –––	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –	 –

	 Sugg. Concrete	
NA	 NA	 NA	 NA

	 18W	18W	30W	 30W	18W	 18W	 30W	30W	 18W	 18W	 30W	 30W	 18W	 18W	30W	 30W	 18W	 18W	 30W	 30W	 18W	 18W	 30W	 30W	 18W	 18W	 30W	 30W

	 Footing Size					     30D	 30D	 40D	 40D	 30D	 30D	 40D	 40D	 30D	 30D	 40D	 40D	 30D	 30D	 40D	 40D	 30D	 30D	 40D	 40D	 30D	 30D	 40D	 40D	 30D	 30D	 40D	 40D

	 Dimensions	 DBP 42	 Standard 4B2	 Standard 4C2	 Standard 4D2	 Standard 4E2	 Standard 4F2	 Standard 4G2	 Standard 4H2
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Base Mounting Details
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Lumen Comparison Chart

	 Incandescent	 Fluorescent	 Metal Halide	 High Pressure Sodium	 Mercury Vapor

Numbers are approximate

Wattage

40

60

75

100

150

200

•

300

500

•

•

•

1000

Lumens
(Brightness)

460

890

1420

1690

2800

3900

•

5900

8900

•

•

•

23000

Wattage

•

13

•
26

•

•

•

•

•

•

•

•

•

Lumens
(Brightness)

•

800

•
1800

•

•

•

•

•

•

•

•

•

Wattage

•

•

•

•

•

50

•

70

100

150

175

250

•

Lumens
(Brightness)

•

•

•

•

•

3900

•

5200

8500

13000

14400

22000

•

Wattage

•

•

•

35

•

50

•

70

100

•

150

200

250

Lumens
(Brightness)

•

•

•

2000

•

4000

•

6300

9500

•

15800

22000

29000

Wattage

•

•

•

50

75

100

•

•

175

•

250

400

•

Lumens
(Brightness)

•

•

•

1650

2700

4300

•

•

7700

•

12500

20500

•

Lamp Options
Select a lamp!
There are two things you need to consider
when choosing a HID light source.

1. Efficiency (Lumens Per Watt)
2. Color (color lamp) 
3. �Use charts to select your desired emitting  

color and wattage.
*�Above is Based on 70 Watt Lamps and Are Averages, Please Check with 
Lamp Manufacturers Catalogs for Actual Information

Lamp	 Average Lumens per Watt	 Emits Color

Standard A	 17	 Yellow White
Halogen	 19	 White
Mercury Vapor	 37	 Blue White
Fluorescent	 64	 Blue White/Red White
Metal Halide	 70	 White Blue/Green
High Pressure Sodium	 90	 Yellow White

Lamp Emitting Color Chart

• �Cut Sheets for all 
commercial fixtures 
available upon request.

• �Full Four-Page Photo 
Metric Report available 
upon request.

• �Cut Sheets for all 
commercial poles 
available upon request

4859 OLSON DRIVE • DALLAS, TX 75227-2104
TEL. NO.: (214) 388-7487 • FACSIMILE: (214) 388-7598
TOLL FREE NUMBER: 800-345-5399 (INCLUDES TEXAS)
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PRODUCT FEATURES:

ALL ITEMS ARE AVAILABLE IN THE FOLLOWING 52 COLORS:
BLACK, WHITE, BRONZE, SWEDISH, VERDI GREEN, ANTIQUE COPPER,
SATIN BRASS, ANTIQUE BRASS, DESERT SAND, DESERT WIND, TEXTURED BLACK,
TEXTURED WHITE, TEXTURED COPPER, TEXTURED VERDI GREEN,
TEXTURED SWEDISH, TEXTURED BRONZE, RUSTY NAIL, ITALIAN RUST,
ARCHITECTURAL BRONZE, ARCHITECTURAL GREEN, HUNTER GREEN,
FLORENTINE BRONZE, FLORENTINE COPPER, BROWN PATINA, RED PATINA,
OLD IRON, ANTIQUE WHITE, COPPER PATINA, TEXTURED CHARCOAL,
PEWTER, MARBLE, ANTIQUE JADE, PATINA BRONZE, TRE-COPPER,
TRE-BRONZE, CONCRETE, RED ROCK, MOCHA, ANTIQUE ALUMINUM,
UMBER, CRÉME, GEORGIA ASH, OLD WORLD, FRENCH GRAY, ESPRESSO,
RIVIERA BLUE, AGED SILVER AND BURNT SIENNA, OLD COPPER AND OLD ENGLISH. 

POWDER COATING AVAILABLE UPON REQUEST PLEASE

CONSULT FACTORY FOR COLORS AND ADDITIONAL CHARGES

CUSTOM WORK DONE UPON REQUEST
PLEASE CONTACT THE FACTORY
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HTC 3490B1SR
BURNT SIENA




