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Dimensions Standard E Standard F Standard G Standard H 2P 2P-4P DBP 

Heights 8'     10'     12'     14'  8'     10'     12'     14'  8'      10'      12'      14'  8'      10'      12'      14'  6" Only 8" Only 8'      10'      12'      14'  

Pole Fitter 3” 3” 3” 3” 3" 3" 3” 

Base Height 13½” 7½” 29½” 29½” - - -       -       -       - 

Base Width 10¼” 12" 11¼” 12" 7½” 13" -       -       -       - 

Wall Thickness .125 .125 .125 .125 - - -       -       -       - 

Access Door Yes Yes Yes Yes No Yes (2 Piece Pole) No 

Colors All All All All All All All 

Sugg. Bury Depth -      -      -      - -      -      -      - -      -      -      - -      -      -      - - - 2’ 

Sugg. Concrete 16"W  16"W  24"W  24"W 16"W 16"W  24"W  24"W 18"W 18"W 30"W 30"W 18"W  18"W   30"W   30"W 12"W 16"W NA  
Footing Size 24"D   24"D   36"D   36"D 24"D  24"D  36"D  36"D 30"D  30"D  40"D  40"D 30"D   30"D    40"D    40"D 16"D 24"D   

® 

All Melissa Lighting Poles have an EPA rating of 1.0 Windload Factor for 140 MPH 

3”OD .125 wall Poles 

Standard E       Standard F       Standard G             Standard H               2P                    2P-4P                 DBP 

How to Order Standards:  • Standard Base Type • Height • Color    
   STD E / 12ft / Blk 

poles
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3” OD .125 wall thickness

 Standard E Standard F Standard G Standard H 2P 2P-4P DBP
  

All Melissa Lighting Poles have an EPA rating of 1.0 Windload Factor for 140 MPH.
All Melissa Lighting Poles are .125 Thickness.

 

 Heights 8 10 12 14 8 10 12 14 8 10 12 14	 8 10 12 14	 6 Only 8 Only 8 10 12 14

 Pole Fitter 3	 3	 3	 3	 3	 3	 3 

 Base Height 131⁄2	 71⁄2	 291⁄2	 291⁄2	 –	 –	 – – – –

 Base Width 101⁄4	 12	 111⁄4	 12	 71⁄2	 13	 – – – –

 Wall Thickness .125 .125 .125 .125 – – – – – – 

 Access Door YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES NO YES (2 Piece Pole) NO NO NO NO

 Colors ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL

 Sugg. Bury Depth – – – – – – – – – – – – – – – – – – 2

 Sugg. Concrete 16W 16W 24W 24W 16W 16W 24W 24W 18W 18W 30W 30W 18W 18W 30W 30W
 

12W 16W 
NA NA NA NA Footing Size 24D 24D 36D 36D 24D 24D 36D 36D 30D 30D 40D 40D 30D 30D 40D 40D 16D 24D

 Dimensions Standard E Standard F Standard G Standard H 2P 2P-4P DBP
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Dimensions DBP2 Standard B2 Standard C2 Standard D2 Standard E2 Standard F2 Standard G2 Standard H2 

Heights 8'  10'  12'  14'  8'    10'    12'    14'  8'    10'    12'    14'  8'    10'    12'    14'  8'    10'    12'    14'  8'    10'    12'    14'  8'    10'    12'    14'  8'    10'    12'    14'  

Pole Fitter 3” 3” 3” 3” 3” 3” 3” 3” 

Base Height -    -    -    - 33" 33" 26" 13½” 7½” 29½” 29½” 

Base Width -    -    -    - 12" 10¼” 12" 10¼” 12" 11¼” 12" 

Wall Thickness .250 .250 .250 .250 .250 .250 .250 .250 

Access Door No Yes Yes Yes Yes Yes Yes Yes 

Colors All All All All All All All All 

Sugg. Bury Depth  2½’  -    -    -    - -    -    -    - -    -    -    - -    -    -    - -    -    -    - -    -    -    - -    -    -    - 

Sugg. Concrete  NA  18"W 18"W 30"W 30"W 18"W 18"W 30"W 30"W 18"W 18"W 30"W 30"W 18"W 18"W 30"W 30"W 18"W 18"W 30"W 30"W 18"W 18"W 30"W 30"W 18"W 18"W 30"W 30"W 

Footing Size   30"D  30"D  40"D  40"D 30"D  30"D  40"D 40"D 30"D  30"D  40"D  40"D 30"D  30"D  40"D  40"D 30"D 30"D  40"D  40"D 30"D  30"D  40"D  40"D 30"D  30"D  40"D  40"D 

All Melissa Lighting Poles have an EPA rating of 1.0 Wind Load Factor for 140 MPH.     

3”OD .250 Heavy  Wall Poles 

DBP2    Standard B2   Standard C2   Standard D2     Standard E2          Standard F2             Standard G2        Standard H2 

How to Order Standards:  • Standard Base Type • Height • Color    
   STD D2 / 18ft / Arch Brz 

poles
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3” OD
heavy wall poles (.250)

DBP2 Standard Standard Standard Standard Standard Standard Standard
  B2 C2 D2 E2 F2 G2 H2

All Melissa Lighting Poles have an EPA rating of 1.0 Windload Factor for 140 MPH.

 

 Heights 8 10 12 14 8 10 12 14 8 10 12 14	 8 10 12 14	 8 10 12 14	 8 10 12 14	 8 10 12 14	 8 10 12 14

 Pole Fitter 3	 3	 3	 3	 3	 3	 3	 3 

 Base Height –	 –	 –	 – 33 33 26 131⁄2 71⁄2 291⁄2 291⁄2 

 Base Width –	 –	 –	 –	 12 101⁄4 12 101⁄4 12 111⁄4 12

 Wall Thickness .250 .250 .250 .250 .250 .250 .250 .250

 Access Door NO NO NO NO YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES

 Colors ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL

 Sugg. Bury Depth 21⁄2 – – – – – ––– – – – – – – – – – – – – – – – – – – – – – –

 Sugg. Concrete 
NA NA NA NA

 18W 18W 30W 30W 18W 18W 30W 30W 18W 18W 30W 30W 18W 18W 30W 30W 18W 18W 30W 30W 18W 18W 30W 30W 18W 18W 30W 30W

 Footing Size     30D 30D 40D 40D 30D 30D 40D 40D 30D 30D 40D 40D 30D 30D 40D 40D 30D 30D 40D 40D 30D 30D 40D 40D 30D 30D 40D 40D

 Dimensions DBP2 Standard B2 Standard C2 Standard D2 Standard E2 Standard F2 Standard G2 Standard H2
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Dimensions DBP4 Standard 4B Standard 4C Standard 4D Standard 4E Standard 4F Standard 4G Standard 4H 

Heights 8'  10'  12'  14'  8'  10'  12'  14'  8'  10'  12'  14'  8'  10'  12'  14'  8'  10'  12'  14'  8'  10'  12'  14'  8'  10'  12'  14'  8'  10'  12'  14'  

Pole Fitter 3” 3” 3” 3” 3” 3” 3” 3” 

Base Height -    -   -     - 33" 33" 26" 13½” 7½” 29½” 29½” 

Base Width -    -    -    - 12" 10¼” 12" 10¼” 12" 11¼” 12" 

Wall Thickness .125 .125 .125 .125 .125 .125 .125 .125 

Access Door No Yes Yes Yes Yes Yes Yes Yes 

Colors All All All All All All All All 

Sugg. Bury Depth 2½’  -      -      -      - -      -      -      - -      -      -      - -      -      -      - -      -      -      - -   -   -   - -   -   -   - 

Sugg. Concrete  NA  16"W 16"W 24"W 24"W 16"W 16"W 24"W 24"W 16"W 16"W 24"W 24"W 16"W 16"W 24"W 24"W 16"W 16"W 24"W 24"W 18"W 18"W 30"W 30"W 18"W 18"W 30"W  30"W 

Footing Size   24"D  24"D  36"D 36"D 24"D 24"D   36"D  36"D 24"D  24"D  36"D  36"D 24"D  24"D 36"D  36"D 24"D  24"D  36"D  36"D 30"D  30"D  40"D  40"D 30"D  30"D  40"D   40"D 

All Melissa Lighting Poles have an EPA rating of 1.0 Wind Load Factor for 140 MPH.     

4”OD .125 Wall Poles 

DBP4    Standard 4B   Standard 4C   Standard 4D     Standard 4E         Standard 4F             Standard 4G        Standard 4H 

How to Order Standards:  • Standard Base Type • Height • Color    
   STD 4H / 14ft / Wht 

4” to 3” reducer supplied 
with all poles 

poles
4 to 3 
reducer 
supplied  
with all 

poles
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4” OD
heavy wall poles (.125)

All Melissa Lighting Poles have an EPA rating of 1.0 Windload Factor for 140 MPH.

 

 Heights 8 10 12 14 8 10 12 14 8 10 12 14	 8 10 12 14	 8 10 12 14	 8 10 12 14	 8 10 12 14	 8 10 12 14

 Pole Fitter 3	 3	 3	 3	 3	 3	 3	 3 

 Base Height –	 –	 –	 – 33 33 26 131⁄2 71⁄2 291⁄2 291⁄2 

 Base Width –	 –	 –	 –	 12 101⁄4 12 101⁄4 12 111⁄4 12

 Wall Thickness .125 .125 .125 .125 .125 .125 .125 .125

 Access Door NO NO NO NO YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES

 Colors ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL

 Sugg. Bury Depth 21⁄2 – – – – – ––– – – – – – – – – – – – – – – – – – – – – – –

 Sugg. Concrete 
NA NA NA NA

 16W 16W 24W 24W 16W 16W 24W 24W 16W 16W 24W 24W 16W 16W 24W 24W 16W 16W 24W 24W 18W 18W 30W 30W 18W 18W 30W 30W

 Footing Size     24D 24D 36D 36D 24D 24D 36D 36D 24D 24D 36D 36D 24D 24D 36D 36D 24D 24D 36D 36D 30D 30D 40D 40D 30D 30D 40D 40D

 Dimensions DBP4 Stnadard 4-B Standard 4-C Standard 4-D Standard 4-E Standard 4-F Standard 4-G Standard 4-H

DBP4 Standard Standard Standard Standard Standard Standard Standard
  4-B 4-C 4-D 4-E 4-F 4-G 4-H

poles
4 to 3 
reducer 
supplied  
with all 

poles
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4” OD
heavy wall poles (.125)

All Melissa Lighting Poles have an EPA rating of 1.0 Windload Factor for 140 MPH.

 

 Heights 8 10 12 14 8 10 12 14 8 10 12 14	 8 10 12 14	 8 10 12 14	 8 10 12 14	 8 10 12 14	 8 10 12 14

 Pole Fitter 3	 3	 3	 3	 3	 3	 3	 3 

 Base Height –	 –	 –	 – 33 33 26 131⁄2 71⁄2 291⁄2 291⁄2 

 Base Width –	 –	 –	 –	 12 101⁄4 12 101⁄4 12 111⁄4 12

 Wall Thickness .125 .125 .125 .125 .125 .125 .125 .125

 Access Door NO NO NO NO YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES

 Colors ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL

 Sugg. Bury Depth 21⁄2 – – – – – ––– – – – – – – – – – – – – – – – – – – – – – –

 Sugg. Concrete 
NA NA NA NA

 16W 16W 24W 24W 16W 16W 24W 24W 16W 16W 24W 24W 16W 16W 24W 24W 16W 16W 24W 24W 18W 18W 30W 30W 18W 18W 30W 30W

 Footing Size     24D 24D 36D 36D 24D 24D 36D 36D 24D 24D 36D 36D 24D 24D 36D 36D 24D 24D 36D 36D 30D 30D 40D 40D 30D 30D 40D 40D

 Dimensions DBP4 Stnadard 4-B Standard 4-C Standard 4-D Standard 4-E Standard 4-F Standard 4-G Standard 4-H

DBP4 Standard Standard Standard Standard Standard Standard Standard
  4-B 4-C 4-D 4-E 4-F 4-G 4-H
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Dimensions DBP 42 Standard 4B2 Standard 4C2 Standard 4D2 Standard 4E2 Standard 4F2 Standard 4G2 Standard 4H2 

Heights 8'  10'  12'  14'  8'    10'    12'    14'  8'    10'    12'    14'  8'    10'    12'    14'  8'    10'    12'    14'  8'    10'    12'    14'  8'    10'    12'    14'  8'    10'    12'    14'  

Pole Fitter 3” 3” 3” 3” 3” 3” 3” 3” 

Base Height -    -    -    - 33" 33" 26" 13½” 7½” 29½” 29½” 

Base Width -    -    -    - 12" 10¼” 12" 10¼” 12" 11¼” 12" 

Wall Thickness .250 .250 .250 .250 .250 .250 .250 .250 

Access Door No Yes Yes Yes Yes Yes Yes Yes 

Colors All All All All All All All All 

Sugg. Bury Depth 2½’  -    -    -    - -    -    -    - -    -    -    - -    -    -    - -    -    -    - -    -    -    - -    -    -    - 

Sugg. Concrete NA  18"W 18"W 30"W 30"W 18"W 18"W 30"W 30"W 18"W 18"W 30"W 30"W 18"W 18"W 30"W 30"W 18"W 18"W 30"W 30"W 18"W 18"W 30"W 30"W 18"W 18"W 30"W 30"W 

Footing Size   30"D  30"D 40"D   40"D 30"D  30"D  40"D 40"D 30"D  30"D   40"D 40"D 30"D  30"D  40"D  40"D 30"D  30"D  40"D  40"D 30"D  30"D 40"D   40"D 30"D  30"D  40"D  40"D 

All Melissa Lighting Poles have an EPA rating of 1.0 Wind Load Factor for 140 MPH.     

4”OD .250 Heavy Wall Poles 

DBP42  Standard 4B2  Standard 4C2  Standard 4D2      Standard 4E2      Standard 4F2      Standard 4G2       Standard 4H2 

4” to 3” reducer supplied 
with all poles 

How to Order Standards:  • Standard Base Type • Height • Color    
   STD 4E2 / 8ft / Arch Brz 

poles

DBP42 Standard Standard Standard Standard Standard Standard Standard
  4-B2 4-C2 4-D2 4-E2 4-F2 4-G2 4-H2

4 to 3 
reducer 
supplied  
with all 

poles
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4” OD
heavy wall poles (.250)

All Melissa Lighting Poles have an EPA rating of 1.0 Windload Factor for 140 MPH.

 

 Heights 8 10 12 14 8 10 12 14 8 10 12 14	 8 10 12 14	 8 10 12 14	 8 10 12 14	 8 10 12 14	 8 10 12 14

 Pole Fitter 3	 3	 3	 3	 3	 3	 3	 3 

 Base Height –	 –	 –	 – 33 33 26 131⁄2 71⁄2 291⁄2 291⁄2 

 Base Width –	 –	 –	 –	 12 101⁄4 12 101⁄4 12 111⁄4 12

 Wall Thickness .250 .250 .250 .250 .250 .250 .250 .250

 Access Door NO NO NO NO YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES

 Colors ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL

 Sugg. Bury Depth 21⁄2 – – – – – ––– – – – – – – – – – – – – – – – – – – – – – –

 Sugg. Concrete 
NA NA NA NA

 18W 18W 30W 30W 18W 18W 30W 30W 18W 18W 30W 30W 18W 18W 30W 30W 18W 18W 30W 30W 18W 18W 30W 30W 18W 18W 30W 30W

 Footing Size     30D 30D 40D 40D 30D 30D 40D 40D 30D 30D 40D 40D 30D 30D 40D 40D 30D 30D 40D 40D 30D 30D 40D 40D 30D 30D 40D 40D

 Dimensions DBP 42 Standard 4B2 Standard 4C2 Standard 4D2 Standard 4E2 Standard 4F2 Standard 4G2 Standard 4H2

poles

DBP42 Standard Standard Standard Standard Standard Standard Standard
  4-B2 4-C2 4-D2 4-E2 4-F2 4-G2 4-H2

4 to 3 
reducer 
supplied  
with all 

poles
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4” OD
heavy wall poles (.250)

All Melissa Lighting Poles have an EPA rating of 1.0 Windload Factor for 140 MPH.

 

 Heights 8 10 12 14 8 10 12 14 8 10 12 14	 8 10 12 14	 8 10 12 14	 8 10 12 14	 8 10 12 14	 8 10 12 14

 Pole Fitter 3	 3	 3	 3	 3	 3	 3	 3 

 Base Height –	 –	 –	 – 33 33 26 131⁄2 71⁄2 291⁄2 291⁄2 

 Base Width –	 –	 –	 –	 12 101⁄4 12 101⁄4 12 111⁄4 12

 Wall Thickness .250 .250 .250 .250 .250 .250 .250 .250

 Access Door NO NO NO NO YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES YES

 Colors ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL ALL

 Sugg. Bury Depth 21⁄2 – – – – – ––– – – – – – – – – – – – – – – – – – – – – – –

 Sugg. Concrete 
NA NA NA NA

 18W 18W 30W 30W 18W 18W 30W 30W 18W 18W 30W 30W 18W 18W 30W 30W 18W 18W 30W 30W 18W 18W 30W 30W 18W 18W 30W 30W

 Footing Size     30D 30D 40D 40D 30D 30D 40D 40D 30D 30D 40D 40D 30D 30D 40D 40D 30D 30D 40D 40D 30D 30D 40D 40D 30D 30D 40D 40D

 Dimensions DBP 42 Standard 4B2 Standard 4C2 Standard 4D2 Standard 4E2 Standard 4F2 Standard 4G2 Standard 4H2
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          Extends to 
Arm Assembly Description Color Ht. Wth. Center of Collar 

H1-019 Single Arm and Hub Assembly All Colors 16½” 24" 22" 

H2-019 Double Arm and Hub Assembly All Colors 16½” 45" 39" 
H4-019 Four Arm and Hub Assembly All Colors 16½” 45" 39" 

Post Mounting 

H1-019 

H4-019 

H2-019 

•Ballast wattage is maximum (lower maybe used) 
•Order Ballast separately. 
•For Cut Sheets call Melissa Lighting (800) 345-399 

Note:  • Post for H4-019 must use Heavy Wall Poles (.250 Wall Thickness) 
 

How to Order Post Mounting Type:  • Fixture •  Color  • Lens Type • Ballast Type • Post Mounting Type 
    H1790B4ST  / Arch Brz / Clr / IMH150 / H4-019  
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          Extends to 
Arm Assembly Description Color Ht. Wth. Center of Collar 

M1-019 Single Arm and Hub Assembly All Colors 19” 21½” 17" 
M2-019 Double Arm and Hub Assembly All Colors 19” 38½” 32" 
M4-019 Four Arm and Hub Assembly All Colors 19” 38½” 32" 

Post Mounting 

M1-019 

M2-019 

•Ballast wattage is maximum (lower maybe used) 
•Order Ballast separately. 
•For Cut Sheets call Melissa Lighting (800) 345-399 

Note:  • Post for M4-019 must use Heavy Wall Poles (.250 Wall Thickness) 
 

How to Order Post Mounting Type:  • Fixture •  Color  • Lens Type • Ballast Type • Post Mounting Type 
    H1790B4ST / Blk / Opal / IHP50 / M2-019  

M4-019
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LED 

LED Specifications: 
4400 initial lumens. 
Specialized aluminum core circuit board 
Cast aluminum heat sink 
Injection molded, clear acrylic optical prisms 
Approximately 70,000 hours of operational life 
Operating temperature range -40◦C to 50◦C 
108 watts energy use (<50% of comparable HID) 
80 color rendering index (CRI) 
4900 – 5000 color temperature (CCT) 
5 year limited warranty 
Driver UL approved 
Solstic Unit is 24 volts – Low Voltage 

LED placement is in the roof of the fixture cover and is also adjustable as shown. 

 LED Front View  LED Side View 



 

Lumens Comparison Chart                 
Incandescent Florescent Metal Halide High Pressure Sodium LED 

  Lumens   Lumens   Lumens   Lumens   Lumens 
Wattage (Brightness) Wattage (Brightness) Wattage (Brightness) Wattage (Brightness) Wattage (Brightness) 

40 460 • • • • • • • • 
60 890 13 800 • • • • • • 
75 1420 • • • • • • • • 

100 1690 26 1800 • • 35 2000 • • 
150 2800 • • • • • • • • 
200 3900 • • 50 3900 50 4000 • • 
• • • • • • • • 35 4400 

300 5900 • • 70 5200 70 6300 • • 
500 8900 • • 100 8500 100 9500 • • 
• • • • 150 13000 • • • • 
• • • • 175 14400 150 15800 • • 
• • • • 250 22000 200 22000 • • 

1000 23000 • • • • 250 29000 • • 
          Numbers are approximate 

Lamp  Average Lumens / Watt Emits Color 

Standard A 17 Yellow White 

Halogen 19 White 
Fluorescent 64 Blue White / Red White 
Metal Halide 70 White Blue / Green 
High Pressure Sodium 90 Yellow White 
LED  125  White 

Above is based on 70 Watt Lamps and are average.  
Check with Lamps Manufactures Catalogs for actual information. 

Technical Information 

Product Finishes 
Ag ed  S i l ver   AGD SI LV  
An t i qu e A lu m in u m  ANT  A LU M 
An t i qu e Br ass   AB 
An t i qu e C op p er   ANT  COP 
An t i qu e J ad e   ANT  JADE 
An t i qu e W hi t e   ANT  W HT  
Arch i t ec t ur a l  Br on ze  ARCH  BR Z 
Arch i t ec t ur a l  Gr e en  ARCH  GRN 
B l ac k    BLK 
Br on ze    BRZ 
Br own  P at i n a   BRN PAT  
Bur nt  S i en a   BRNT  S IEN A 
Ch arc oal   CHARC 
C l ay S t on e   CL YST N 
C onc r et e   CONC 
C opp er  P at i n a   COP PAT  
Cr ème    CRE ME 
D es er t  S an d   DST  SND 
D es er t  W ind   DST  W ND 

Espr ess o   ESP 
F l at  B l ac k   FLT  BL K 
F l at  W hi t e   FLT  W HT  
F l or en t i n e Br on ze  FLR  B RZ 
F l or en t i n e C op p er  FLR  CO P 
Fr enc h G r ey   FRNCH  GR Y 
G eorg i a Ash   GEO A SH 
G l oss  B l ac k   GLS S B L K 
Hu nt er  Gr een   HNT  GRN 
Italian Rust  ITAL RUST 
Marble   MARB 
Mocha   MOCHA 
Old Bronze  OLD BRZ 
Old Copper  OLD COP 
Old English  OLD ENG 
Old Iron   OI 
Old World   OW 
Patina Bronze  PAT BRZ 
Pewter   PEWT 

Red Patina  RED PAT 
Red Rock   RR 
Riviera Bleu  RIV BLEU 
Rusty Nail  RN 
Satin Brass  SB 
Swedish   SWD 
Textured Black  TXT BLK 
Textured Bronze  TXT BRZ 
Textured Charcoal  TXT CHARC 
Textured Copper  TXT COP 
Textured Swedish  TXT SWD 
Textured Verdi Green TXT VG 
Textured White  TXT WHT 
Tre Bronze  TRE BRZ 
Tre Copper  TRE COP 
Umber   UMB 
Verdi Green  VG 
White   WHT 

Panel Types 
Acid Etched  ACD ETCH 
Clear   CLR 
Honey   HONEY 
Opal   OPAL 
Optic   OPTIC 

Ripple Acid Etched  RIPP ACD ETCH 
Rose   ROSE 
Seedy   SDY 
Seedy Acid Etched  SDY ACD ETCH 

Optic Acid Etched  OPTIC ACD ETCH 
Pearl   PEARL 
Pebble   PEB 
Prismatic   PRSMTC 
Ripple   RIPP 

MELISSA LIGHTING:  4859 OLSON DRIVE •  DALLAS,  TX •  75227-2104
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