


35watt LED REPLACES 175watt 

Lamp 

ENERGY SAVINGS UP TO 80%! 

Construction: 

Cast Aluminum with Brass and Stainless Steel Screws, for 

RUST FREE LIFE. The Fitter is 3 inches in diameter. The fix-

ture finish is a thermoplastic modified Nitocelloucs coating. 

All electric components are UL recognized. This fixture has a 

U.L. label and is suitable for wet locations. Sockets are medium 

for 22 watt and mogul for 35 watt lamps. 

 

Colors: All 52 Melissa Lighting finishes. 

Lamps:  

 For lamp head 1790: LED 22 watt 5300k, Voltage: 

120/280V (Parabolic Reflector in Roof)  

 For lamp head 3090: LED 22 watt or 35 Watt, 5300k, 

Voltage: 120/280V (Parabolic Reflector in Roof) 

 

Pole Specifications 
Material: Aluminum Smooth Extrusion E.P.A.: 1.0 

Wall Thickness: .125 inch Wind Load Factor: 140 MPH 

Base Material: Template mounting plate is solid Cast Alumi-

num 33ò high, 12ò wide. Post fitter is İò thick, 3 İò deep. 

Mounting seat for anchor bolts is İò thick. 

Post Assembly: Pole is force fit into sleeve and is reinforced by 

1ò weld all around. 

Mounting: Supplied with ñLò shaped 16ò x İò Hot Dipped 

Galvanized Bolts. Supplied with bolt pattern for setting anchor 

bolts in cement. 3 bolts on STANDARD B ï 4 bolts on STAN-

DARD C & D. 

Access Plate: Cast Aluminum 4ò x 5 İò x İò thick. 

Colors: Same as Lamp Heads Center Post: 3ò & 4ò 

Available Heights: 8ô, 10ô, 12ô, 14ô 

Base:  STD B Post Base: 33ò Height, Width 12ò 

 STD C Post Base: 33ò Height, Width 10 ıò 

 STD D Post Base: 26ò Height, Width 12ò 

Door is 3 İòx 6 İò Door is 5 İòx 6 İò Door is 4ò x 5 İò 
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